Ramsetl

' ORIVING JOBSITE SPEFD

Angle Clip In Concrete

SDC100

SPC

PERFORMANCE/SUBMITTAL

SDCi25 0.145 718 15 575 120 70714 M5 726 | L |

SDC125 0.145 1-1/8 130 744 167 1090 205 1032 A e assaas
SPC78 0.150 3/4 155 897 188 1050 iw s 150 758 153 949 140 769
SPC114 .150/.180 1-1/8 127 811 226 1130 181 904 169 853 300 1500 223 1114
TEC 100 0.157 7/8 AV ENS PN T i v | e oo | o

ggg}gg 0.145 7/8 67 335 237 1186 90 448 104 571 310 1678
SDC125 0.145 1-1/8 9 471 276 1378 19 5% 106 528 319 1597
SPC78 0.150 3/4 50 293 202 1109 85 323 84 419 324 1622
SPC114 150/.180 1-1/8 157 766 272 1358 153 766 180 899 334 1673
D ‘ TEC100 0.157 7/8 88 S e o ] A T, |

Note 1: ALLOWABLE loads are shown in the LARGE BOLD font, Uttimate loads are shown in smaller italic font. Note 2: Testing conducted in accordance with ICC AC70

& ASTM E1190. Note 3: Safety factors are based on coefficient of variation. In accordance with ICC AC70, the safety factor will be no less than 5. Note 4: Values
shown in concrete are for the clip assembly only. Connected members must be investigated separately. Note 5: Cyclic, fatigue, shock loads, and other design
criteria may require a different safety factor. Note 6: Job site testing may be required to determine actual job site values. Note 7: Minimum edge distance is 3 inches
unless otherwise approved. Note 8: For Sl: 1 Ibf = 4.448 N, 1inch = 25.4 mm, 1 ksi = 6.89MPa. Note 8: Metal deck is 20g.
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